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Non-contractual photos and drawings. MICHAUD Export reserves the right to modify characteristics without any prior notice.Non-contractual photos and drawings. MICHAUD Export reserves the right to modify characteristics without any prior notice.248 24921.01 21.01

Collective protective equipment

Warning tape

This warning tape enables to secure and 
delimit a work area on a construction 
site.

Application

F865

Description

Code Designation Length
(m)

Width
(mm)

Thickness 
(mm)

Weight
(kg) Sales unit

F865 WARNING TAPE RED/WHITE (ROLL 100m) 100 70 0.050 1.500 1

- The warning tape is red and white (stripes).
- It is made of polyetylene.
- It is delivered in roll of 100m. 

Description

This safety barrier enables to secure and 
delimit a work area on a construction 
site. This netting is made of stretch 
mesh and offers a high tensile strength 
allowing extension without any risk of 
deformation or tearing.

Application

Safety barrier

Code Designation Length
(m)

Height
(m) Color Weight

 (g/m²) Sales unit

F864 NETTING BARRIER 50 1 Orange 90 1

F864

- The safety barrier is orange.
- The unoriented manufacturing process makes it more resistant in lengthwise axis.
- The netting is made of high density polyethylene.

It meets the criteria of the EN 13934-1 standard.
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